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INTEGRATION
The C.A. was born out of our customers’ 
need to reduce the risk of “manual 
handling of loads” within maturation 
warehouses.
It is specifically designed to move betwe-
en pallet and the C.S.R.  (Loading-Unlo-
ading and turning Machine) or CSF (Lo-
ading-Unloading forms) of cheeses with 
a diameter between 34 and 49 cm and a 
maximum weight of 50 kg, working with 
Parmigiano Reggiano®, Grana Padano® 
and Trentingrana® cheeses.
The “suction cup” gripping unit ensures 
a firm hold of the cheese form, but 
at the same time it is gentle on the 
freshest cheese, while a weight “easing” 
unit facilitates the lifting of the form 
by totally eliminating the force of the 
operator. The “facilitation” unit is  
installed on guides that allow easy 
sliding and handling during  
palletising and de-palletising.

The  C.A., as an alternative to the 
suction cup that handles flat forms, can 
also mount a special mechanical  
“gripper” unit that allows vertical  
gripping and rotation of the form.
The C.A. moves autonomously within 
the aisles of the maturation warehou-
ses, following the movements of the 
C.S.R. machinery (or C.S.F.) to allow 
the operator to concentrate solely on 
loading/unloading operations.
The shape of the frame makes it easy 
to load and unload the pallet with both 
forklifts and electric pallet trucks, which 
normally have fixed forks that remain 
on the ground.

OPTIONAL
The C.A. can be equipped with a grip-
ping unit capable of turning the shape 
vertically (with respect to the horizontal 
position it assumes on the pallet) so 
that it can be used in conjunction with 

the C.S.F. and C.S.F. 022
Mechanical “gripper” rather than 
“suction cup” gripping unit.
Painted carbon steel construction.

SAFETY
The C.A. eradicates the risks of “ma-
nual handling of loads” for operators 
engaged in loading/unloading forms.
The C.A. is equipped with a protective 
roof that protects the operator from 
falling from the ladder.

STRUCTURE
The C.A. is made of AISI304 stainless 
steel for durability and easy cleaning 
and sanitising of the machine. It can 
be made of painted steel on request.

C.A.

DESCRIPTION MEASURE NOTES

Power supply 400V
Electrical socket required 3 poles + earth 16 A
Overall dimensions Length 132 cm x L. 282 cm x H 400 cm
Minimum aisle (shelf-shelf) 135 cm

Warehouse end aisle
350 cm Minimum with C.S.F.
450 cm Recommended

Aisle at the beginning of warehouse
600 cm Minimum with C.S.R.
700 cm Recommended


